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Thin-film photovoltaics is a promising technology for low-cost and sustainable renewable 
energy sources. Organic-inorganic (hybrid) lead halide perovskite solar cells have recently 
aroused wide interest in photovoltaic applications because of their impressive power conver-
sion efficiencies (PCEs), now exceeding 21%.1-3 Importantly, the perovskite thin-film absorb-
er can be deposited using low-cost and abundant starting materials, hence with a large poten-
tial for the preparation of inexpensive photovoltaic devices.4 The high PCEs are the result of 




of hybrid perovskites.5, 6 While the use of the archetype perovskite, methylammonium lead 
iodide (MAPbI3), can lead to high efficiency devices,7, 8 a further decrease of the bandgap by 
incorporation of formamidinium (FA), allows for the harvesting of additional near-infrared 
photons.9 When such a mixed organic cation perovskite is further stabilized by replacing part 
of the iodide with bromide, and/or by partial cesium incorporation, the champion materials for 
perovskite cells are obtained.3, 10-12 Two main solar cell architectures have been used so far. 
One of them derives from dye-sensitized solar cells, and consists of a transparent conductive 
substrate coated with a mesoporous/planar TiO2 layer (n-type, hence acting as the electron 
transport layer, ETL) into/onto which the perovskite absorber is applied.13-15 A hole transport 
layer (HTL, p-type), usually consisting of organic semiconductors is then deposited on top of 
the perovskite and the device is finished with an evaporated top electrode. The second com-
mon configuration is inverted compared to the one mentioned above, and the conductive sub-
strate is coated with a HTL, followed by the perovskite absorber and an ETL, coated with a 
suitable evaporated top electrode.16, 17  While in the perovskite solar cells literature these two 
device configurations have been referred to as “conventional” and “inverted”, a less confusing 
nomenclature, n-i-p and p-i-n, will be used throughout this manuscript. Recently, Chen et al. 
demonstrated that the PCE in planar devices can be improved by increasing the conductivity 
of the metal oxide layers by incorporating heteroatoms with different valences.18 The increase 
in the conductivity was limited, however (approximately one order of magnitude), limiting the 
thickness of the metal oxide layers to 20 nm. An alternative strategy to improve the conduc-
tivity of charge transport layers is the use of doped organic semiconductors. These materials 
have been widely studied for organic light-emitting diodes (OLEDs) and small molecular 
weight organic solar cells (OPVs). In these applications they have proven to enhance charge 




formity and yield.19-21 In doped organic semiconductors the conductivity can be varied over 
several orders of magnitude by varying the doping concentration, yet without an associated 
strong increase in the optical absorption of the layer. This is advantageous because it allows 
the use of rather thick (100 nm) doped layers generating additional freedom to design/fine-
tune the device architecture.  
Most reported solar cells using a vacuum deposited perovskite layer still employ charge 
transport layers processed from solution.22-24 Fully vacuum deposited perovskite devices 
would offer the additional advantage of being compatible with temperature sensitive sub-
strates, allowing for conformal coatings on non-planar substrates and for the straightforward 
implementation into tandem solar cells.25 Additionally, vacuum processing is an established 
technique in the electronic industry demonstrating high throughput and reliability.26 In princi-
ple, solution processing of semiconductor can be an inexpensive alternative to vacuum deposi-
tion, however, the impact of the processing costs is very limited on the overall module price, 
which is dominated by the material cost. Polander et. al., were the first to demonstrate fully 
vacuum deposited cells where open circuit voltages (Voc) as high as 1.1 V were obtained.27 
The highest efficiency (15.4%) reported for fully vacuum deposited perovskite solar cells 
were inferred from a device with rather high hysteresis, which used undoped organic mole-
cules as the charge extraction materials.28, 29  
Here, we present fully vacuum deposited planar perovskite solar cells in which the per-
ovskite layer is sandwiched in between two charge extraction double-layers. The latter consist 
of a thin layer of pristine organic charge transport molecules and a thicker layer consisting of 
the same molecules that are partially oxidized (in the case of the hole transporter) or reduced 




transport molecules leads to p- and n-type doped layers, respectively, with a significantly en-
hanced conductivity.  These multi-layer solar cells have been prepared in both the p-i-n and n-
i-p architectures, allowing for a direct comparison between these two designs. We demon-
strate that the presence of thin undoped layers is beneficial for the device performance. Aver-
age power conversion efficiencies of 15% and 18% are obtained for the p-i-n and n-i-p archi-
tectures, respectively, bringing vacuum deposited perovskite solar cells closer to their solu-
tion-processed equivalent.      
The MAPbI3 perovskite thin films were prepared by co-evaporation of the two starting 
compounds, CH3NH3I and PbI2. Details of the experimental conditions for the perovskite lay-
er have been described previously and are presented in the supporting information.23 Out of 
the two perovskite precursors, CH3NH3I and PbI2 the first is somewhat complicated to sub-
lime. However, once properly outgassed (using the high vacuum of the evaporation chamber) 
the material is sublimed similarly like small molecular weight organic molecules, that is, the 
rate of evaporation is stable as monitored by the microbalance crystal sensors that are posi-
tioned in the chamber. These films were characterized using grazing incidence X-ray diffrac-
tion (GIXRD) showing the typical diffraction pattern for this material which is independent on 
the type of under-layer employed (Fig. S1a in the ESI†). Scanning electron microscopy 
(SEM) images both of the perovskite surface (Fig. S1b in the ESI†) and of the device cross-
section (Fig. 1) show a dense packing of crystals, virtually without any pinholes, that have an 
average domain size of approximately 100 nm. The surface is homogeneous and smooth with 
roughness (root mean square), estimated by atomic force microscopy over an area of 25 μm2, 
of only 10.1 nm (Fig. S2 in the ESI†). The optical absorption spectra of these films show the 
expected MAPbI3 band-to-band transition at 780 nm and high absorbance over the whole visi-




layer properties did not change over a period of 6 months during which the experiments de-
scribed in this manuscript were performed. These perovskite layers were used to prepare pla-
nar diodes by sandwiching a 500 nm thick perovskite layer in between organic HTLs and 
ETLs, initially, the first on top of a pre-patterned indium tin oxide (ITO) coated glass sub-
strate and by thermally evaporating a metal top contact on the latter. A vacuum evaporated 
MAPbI3 layer of 500 nm was selected as it was shown that almost all sub-bandgap  sun light 
is absorbed and still all charge carriers can reach the respective interfaces.30 Both organic 
charge transport layers were prepared by vacuum sublimation of the corresponding organic 
molecules to a layer thickness of 10 nm. As the hole transport molecule we selected a deriva-
tive of an arylamine, N4,N4,N4",N4"-tetra([1,1'-biphenyl]-4-yl)-[1,1':4',1"-terphenyl]-4,4"-
diamine (TaTm) (Fig. 1) due to its very stable sublimation conditions and tendency to form 
completely amorphous films. The fullerene C60 was selected as the electron transport mole-
cule as it is also easy to sublime and has proven to be an efficient electron acceptor in perov-
skite solar cells.29, 31 To ensure sufficient statistics, for each device configuration mentioned in 
this report, at least 2 different devices each containing 4 cells were evaluated, while for top 
performing configurations at least 5 different devices with a total of 20 cells were character-
ized. The device area used, defined as the aperture of the shadow mask, was 1 mm2 and for 
top performing devices, larger areas of 10, 27 and 85 mm2 were also used. 
Using the architecture described above, employing single layers of hole and electron ex-
traction molecules (without any electrical dopant), the photovoltaic performance of the diodes 
under 1 sun illumination was rather poor, due to a pronounced s-shape of the current density 
(J) versus voltage (V) curve, leading to poor fill factors (FF) and hence low PCE values (Fig. 
S3 and Table S1, in the ESI†). This indicates that the charge carrier’s extraction is severely 




ence of an extraction barrier at the electrode interfaces. To reduce the series resistance of the 
charge transport layers and to ensure an ohmic contact between them and the electrodes we 
prepared partially oxidized and reduced HTL and ETL, respectively, by co-evaporation of the 
charge transport molecules with a suitable reactant (see Fig. 1). This method allows for a pre-
cise control of the ratios of each molecule in the sublimed film by carefully monitoring the 
evaporation rate using micro-balance sensors during the evaporation process. These partially 
oxidized and reduced hole and electron transport layers are referred to as “doped” charge 
transport layers. Here we selected molecular dopants due to their intrinsic advantages over 
inorganic reactants,32 i.e. the molecular dopants typically evaporate at a suitable temperature 
range between 100 °C and 400 °C, are less prone to oxidation when handling in air and are 
more diffusion stable inside the organic layers. For the HTL we used 2,2′-
(perfluoronaphthalene-2,6-diylidene) dimalononitrile (F6-TCNNQ) as the organic dopant 
whereas for the C60 ETL, N1,N4-bis(tri-p-tolylphosphoranylidene) benzene-1,4-diamine 
(PhIm) (Fig. 1) was employed. In OPVs, the presence of a thin layer of the pure, undoped 
charge transport molecule in between the doped layers and the light-absorber is often found to 
be beneficial. Therefore, we used this device architecture (Fig. 1) as the starting point to study 






Fig. 1 (a) SEM cross-section and schematics of a completed p-i-n solar cell (scale bar 200 nm). 
(b) Flat band energy diagrams of the materials employed (the electron affinity, EA, and ioni-
zation potential, IP, of the dopants are also reported). (c) Chemical structures of the organic 
molecules used to prepare the charge transport layers. 
 
To verify the optimum dopant concentration in the p-HTL we first kept the dopant concentra-
tion in the n-ETL constant at 30 wt.%. The main effect of an increasing F6-TCNNQ concen-
tration is the increase in the FF from 55% for a F6-TCNNQ concentration of 3 wt.% to a max-
imum of 74% at a F6-TCNNQ concentration of 11 wt.%. This trend reflects the increased 
conductivity of the p-HTL for increasing doping levels, as measured by depositing the co-
evaporated films on interdigitated electrodes (Fig. S4 in the ESI†). Hence, charges are ex-
tracted more efficiently as the p-HTL conductivity increases. The open circuit voltage (Voc) 
increases as well with increasing F6-TCNNQ concentration going from 1053 mV to 1082 mV. 
This effect is likely to be a consequence of a reduction in the charge recombination due to the 
more efficient charge carrier extraction from the perovskite to the external contacts. The 










short-circuit current density (Jsc), however, decreases when the F6-TCNNQ concentration is 
increased. This is due to the higher absorbance of the p-HTL (Fig. S5 in the ESI†), diminish-
ing the light intensity reaching the perovskite absorber and hence decreasing the device EQE 
(Fig. 2a).  
 
 
Fig. 2 (a) J-V curves under100 mW cm-2 illumination and (b) external quantum efficiency 
(EQE) as a function of F6-TCNNQ concentration (the integrated photocurrent with the 
AM1.5G solar spectrum is shown on the right axis). (c) Evolution of the key parameters de-








Due to this reduction in Jsc we found an optimum in the average PCE of 15.4 % at a F6-
TCNNQ concentration of 11 wt. %. Once established the optimum dopant concentration in the 
p-HTL at 11 wt.%, the amount of dopant in the n-ETL was varied. The effect of the dopant 
concentration in the n-ETL on the photovoltaic performance is not very pronounced (Fig. S6a 
in the ESI†). This indicates that in the dopant range studied, the conductivity of the n-ETL is 
sufficiently high to ensure an efficient electron extraction to the electrodes. Indeed, even for 
rather low PhIm concentrations, the conductivity of the n-ETL is already higher than that of 
the p-HTL (Fig. S4 in the ESI†) which supports this assumption. Importantly, the efficiency 
of the p-i-n devices is essentially unvaried (we observe only a small reduction of the FF) when 
the thickness of the doped transport layers is increased from 40 to 90 nm (Fig. S6b in the 
ESI†). 
One of the benefits of vacuum deposition is the insensitivity towards the substrate to 
be coated, which allows to prepare inverted devices (n-i-p) using the same materials and lay-
ers as described above, simply be evaporating them in the reverse order. The only difference 
is the top metal electrode, Ag for the p-i-n cells and Au for the n-i-p cells (Au was used for its 
higher work function). The n-i-p devices are particularly interesting as up to now most perov-
skite solar cells in this configuration employ metal oxides as the ETL, and only very few re-






Fig. 3 (a) Cross-sectional SEM image of a completed n-i-p solar cell (scale bar 200 nm). (b) J-
V curves under 100 mW cm−2 illumination and (c) EQE spectra (the integrated photocurrent 
with the AM1.5G solar spectrum is shown on the right axis) as a function of PhIm concentra-
tion. 
 
In Fig. 3, a cross-sectional SEM image of a completed n-i-p solar cell is depicted, show-
ing a dense perovskite layer with low roughness and the conformal coating of the thin organic 
charge transport layers. The J-V characteristics under 100 mW cm−2 illumination employing a 
fixed F6-TCNNQ concentration of 11 wt.% in the p-HTL and with varying PhIm (n-dopant) 
concentrations are shown in Fig. 3b. The Jsc increases slightly with increasing PhIm content 
and reaches an average of 20 mA cm−2 for the highest n-dopant concentration. This is a con-
sequence of the reduced C60 content and subsequent reduced optical absorbance of the n-ETL 
(Fig. S5b in the ESI†), here used as the front contact. The higher transmittance is also the 
origin of the observed increase in EQE with increasing PhIm content (Fig. 3c). The Voc and 
FF do not change significantly in the n-dopant range evaluated, maintaining values as high as 





the ESI†) with one pixel exceeding 20% for the record n-i-p cell (Fig. S8 in the ESI†) ob-
tained with a PhIm concentration of 60 wt.%. These efficiency values might be surprising 
considering the rather small crystal size observed in our MAPbI3 thin films (50-200 nm), and 
somehow contradict the accepted view on the need of large crystals in order to have long 
charge diffusion length and efficient charge collection.33 Hence, we estimated the charge car-
rier diffusion length by means of time resolved microwave conductivity (TRMC) measure-
ments on MAPbI3 films deposited on quartz substrates (see ESI† for details on the characteri-
zation). The samples were illuminated with a 650 nm laser, and the excitation intensity was 
tuned in order to obtain a charge concentration of approximately 1015 cm-3, which is compara-
ble to excitation under standard AM1.5 illumination.34 In this conditions, the effective mobili-
ty was determined to be 3.9 cm2 (Vs)-1, with a half lifetime of 210 ns (Fig. S9 in the ESI†). 
Considering these parameters, the charge carrier diffusion length is determined to be ~1.5 μm, 
in agreement with previous estimations on solution-processed MAPbI3 films.35, 36 Besides the 
impact of the grain size on the carrier diffusion length, the nature of grain boundaries and de-
fects in perovskite will have a substantial influence as well. Many reports have highlighted 
that grain boundaries in perovskite are substantially benign, since they do not generate any 
states within the bandgap of MAPbI3.37 Such effects might be responsible for the high charge 
diffusion length observed here, leading to efficient solar cells even with perovskite films 
composed by relatively small crystals. 
Motivated by the high PCE obtained for the n-i-p devices, a series of cells with increas-
ing area (for both the electrode overlap and the shadow mask aperture, see the Experimental 
part in the ESI† for details) was prepared. The FF decreases with increasing area, causing the 
PCE to drop from 19.7 % to 15.0 % when going from 0.1 to 0.85 cm2 (Fig. S10 in the ESI†), 




improved compared to that of the devices in the p-i-n configuration (Fig. S7 in the ESI†), 
primarily due to an increase in the FF, which is above 80% regardless of the PhIm concentra-
tion (Fig. S11b in the ESI†). The reason for the enhanced FF, when going from the p-i-n to 
the n-i-p configuration, is probably related to the difference in conductivity of the doped 
charge transporting layers at the front contact. The n-ETL conductivity is two orders of mag-
nitude higher compared to the p-HTL, for the different dopant concentrations evaluated (Fig. 
S4 in the ESI†). The FF of p-i-n cells increases at lower light intensities, even for cells using 
the optimum 11 wt.% dopant concentration. Yet, in contrast in n-i-p devices, the effect of the 
PhIm dopant concentration on the FF is present only at low illumination intensity, becoming 
virtually concentration independent when the light intensity increases (Fig. S11a,b in the 
ESI†). This therefore, confirms that in the p-i-n configuration a barrier for hole extraction 
exists, in agreement also with recent estimation of the carrier collection efficiency on vacuum 
deposited perovskite cells (using solution processed charge transport layers).38 Those devices, 
besides showing PCEs of approximately 15 % (similar to the p-i-n cells presented here), suf-
fered from hindered and spatially inhomogeneous charge transport, which was suggested to be 
at the front contact, i.e. at the hole transport interface. Measurements of the electrolumines-
cence of p-i-n devices (Fig. S11c,d in the ESI†) shows that the radiant flux saturates at about 
1.7 V and then starts to decrease, whereas the n-i-p devices show enhanced electrolumines-
cence with no saturation. This confirms a more efficient and balanced charge carrier injection 
which translate in higher FF for the n-i-p devices. The ability to efficiently inject holes when 
the doped p-HTL is placed in between the HTL and the metal electrode (as in n-i-p devices) 
can be understood considering that the metal electrode is evaporated on top of the p-HTL 
which leads to an improved contact (metal atoms slightly penetrate the soft organic layer) and 




12, 32 Very 
small hysteresis between forward (negative to positive bias) and reverse J-V scans was ob-
served only for p-i-n devices (Fig. S13a in the ESI†), where small fluctuations in the Voc and 
FF were present due to the extraction issues at the ITO/p-HTL contact (the overall variation 
of the PCE was limited to 0.1%). On the other hand, n-i-p devices were essentially hysteresis-
free, independently on the scan speed used (Fig. S13b and Table S2 in the ESI†).  
 
 
Fig. 4 (a) J-V curves for n-i-p and p-i-n solar cells under 100 mW cm−2 illumination. (b) J-V 






transport layers. (c) J-V curves under 100 mW cm−2 illumination for n-i-p devices without one 
of the undoped charge transport layers. (d) Stability under approximated 100 mW cm−2 illu-
mination.  
 
The initial device configuration with undoped HTL and ETL in between the perovskite 
and the doped charge transport layers was chosen to prevent any negative interaction between 
the radical cations and anions that are present in the doped charge transport layers, and the 
photogenerated charge carriers in the perovskite. However, it is not obvious whether such a 
negative interaction in fact occurs, since in perovskites electrons and holes are spontaneously 
formed after photon absorption without long living intermediate excitonic states and, addi-
tionally, the absorber layer is very thick compared with the organic photovoltaic devices. 
Therefore, two series of devices without the undoped interlayers were prepared and evaluated; 
the first, without the undoped HTL and a second without the undoped ETL. We first examined 
the p-i-n configuration, where the dopant concentrations were fixed at the optimum 11 and 30 
wt.% for the p-HTL and n-ETL, respectively. In Fig. 4b, the J-V curves of these two series of 
devices are compared with the reference cell in which both undoped layers are present. The 
performance of the devices without the undoped ETL is significantly worse than the reference 
cell, due to a lower Jsc, Voc and, most pronounced, a lower FF. Without the C60 ETL, the per-
ovskite film is in direct contact with the conductive doped n-ETL, therefore electron-hole re-
combination can occurs at this interface causing the simultaneous reduction of all the perfor-
mance indicators of the solar cells. In contrast, the cells without the undoped TaTm HTL per-
form only slightly worse compared to the reference cells, with a small reduction in the Jsc and 




(when compared to the n-ETL), this layer can still efficiently confine the electrons in the per-
ovskite absorber and inhibit charge recombination at the p-HTL/MAPbI3 interface. The slight 
decrease in Voc observed upon removal of the non-doped TaTm layer can be attributed to the 
lower Fermi level of the p-HTL compared to the highest occupied molecular orbital (HOMO) 
of the TaTm. Additionally, we have studied also the effect of the selective removal of one of 
the doped organic layers on the device performances. As clearly observed in Fig. S14 (ESI†), 
both doped p-HTL and n-HTL are required to avoid severe charge extraction issues. However, 
and in accordance with previous reports,23, 24 devices with only a thin layer of pure C60 and no 
doped layer between the fullerene and the metal show lower (FF especially) but still appre-
ciable photovoltaic behavior. This effect originates from the interface dipole which is created 
at the interface between noble metals (Au and, as in our case, Ag) and C60, enhancing electron 
extraction.39 Also in the n-i-p configuration the effect of the undoped charge transport layers 
was evaluated. Fig. 4c shows the J-V characteristics for the cells without one of the undoped 
charge transport layers and the reference n-i-p cell. As observed in the p-i-n configuration, the 
removal of the undoped layers leads to a decrease in device performance. The effect of the 
removal of the C60 in between the n-ETL and the perovskite substantially reduces the Voc and 
FF, while the removal of the undoped HTL, has a limited effect on the device performance, in 
agreement with what was observed for p-i-n devices and with the conductivity trend among 
the p-HTL and the n-ETL. Hence, independently on the device configurations, the presence of 
the undoped layers in between the perovskite and the doped charge transport layers is required 
for high efficiency cells. 
To obtain an indication of the stabilities of the different cell configurations they were ana-
lyzed during prolonged exposure to white LED light (spectra in Fig. S15 in the ESI†). The 




der 1.5 AM illumination. The temperature of the cells during this test reached approximately 
40 °C in the first 10 minutes and remained constant afterwards in part due to the LED lights 
used that radiate less hear than incandescent lamps. The setup consisted of 8 test positions 
installed inside a nitrogen filled glovebox (with oxygen and H2O levels below 1 ppm). All 
cells were illuminated under short-circuit conditions without encapsulation and positioned 
within a few days after preparation. At fixed time intervals J-V scans were taken to deduce the 
key performance indicators of the cells (Fig. S16 in the ESI†) from which the evolution of the 
PCE was derived (Fig. 4d). From our first indicative analysis on the stability, it appears that 
no substantial difference in PCE lifetime exists among the p-i-n and n-i-p configurations. 
However, the parameters causing the PCE decay in p-i-n cells is the current density, which 
monotonically diminishes during the measured time span, while the performance degradation 
observed in n-i-p devices is caused mainly by the decrease of the FF. Interestingly, a lower 
PhIm doping concentration in the n-ETL of n-i-p cells was observed to partially stabilize the 
cell performance (Fig. S17 in the ESI†). Further optimization of the dopant and charge 
transport molecules and their ratios is expected to lead to improved stabilities, in analogy to 
what is obtained in OLEDs and organic small molecular weight PV modules. The implemen-
tation of modified perovskite absorbers with slightly lower bandgap is expected to further 
enhance the device PCE. 
 
Conclusions 
We have demonstrated fully vacuum deposited perovskite solar cells by depositing me-
thylammonium lead iodide in between intrinsic and doped organic charge transport molecules. 




optimized leading to planar solar cells without hysteresis and high efficiencies, 15% and 18% 
on average, respectively. It is the first time that a direct comparison between these two oppo-
site device configuration has been reported. These fully vacuum deposited solar cells, allow to 
fine tune the device properties by controlling at will the individual layer thicknesses and com-
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Materials. Photolithographically patterned ITO coated glass substrates were purchased from 
Naranjo Substrates (www.naranjosubstrates.com). 2,2’-(Perfluoronaphthalene-2,6-diylidene) 
dimalononitrile (F6-TCNNQ), N4,N4,N4”,N4”-tetra([1,1’-biphenyl]-4-yl)-[1,1’:4’,1”-
terphenyl]-4,4”-diamine (TaTm) and N1,N4-bis(tri-p-tolylphosphoranylidene)benzene-1,4-
diamine (PhIm) were provided from Novaled GmbH. Fullerene (C60) was purchased from sigma 
Aldrich. PbI2 was purchased from Tokyo Chemical Industry CO (TCI), and CH3NH3I (MAI) 
from Lumtec. 
Device preparation. ITO-coated glass substrates were subsequently cleaned with soap, water and 
isopropanol in an ultrasonic bath, followed by UV-ozone treatment. They were transferred to a 
vacuum chamber integrated into a nitrogen-filled glovebox (MBraun, H2O and O2 < 0.1 ppm) 
and evacuated to a pressure of 1·10-6 mbar. The vacuum chamber uses a turbomolecular pump 
(Pfeiffer TMH 261P, DN 100 ISO-K, 3P) coupled to a scroll pump. This system is very robust 
and has been used continuously for over two years. The blades of the turbomolecular pump are 
cleaned roughly every year after which they continue to operate. The vacuum chamber is 
equipped with six temperature controlled evaporation sources (Creaphys) fitted with ceramic 
crucibles. The sources were directed upwards with an angle of approximately 90° with respect to 
the bottom of the evaporator. The substrate holder to evaporation sources distance is 
approximately 20 cm. Three quartz crystal microbalance (QCM) sensors are used, two 
monitoring the deposition rate of each evaporation source and a third one close to the substrate 
holder monitoring the total deposition rate. For thickness calibration, we first individually 
sublimed the charge transport materials and their dopants (TaTm and F6-TCNNQ, C60 and 
PhIm). A calibration factor was obtained by comparing the thickness inferred from the QCM 
sensors with that measured with a mechanical profilometer (Ambios XP1). Then these materials 
were co-sublimed at temperatures ranging from 135-160 ºC for the dopants to 250 ºC for the pure 
charge transport molecules, and the evaporation rate was controlled by separate QCM sensors 
and adjusted to obtain the desired doping concentration. In general, the deposition rate for TaTm 
and C60 was kept constant at 0.8 Å s-1 while varying the deposition rate of the dopants during co-
deposition. Pure TaTm and C60 layers were deposited at a rate of 0.5 Å s-1. For the p-i-n 
configuration, 40 nm of the p-doped hole-transport layer (p-HTL, TaTm:F6-TCNNQ) capped 
with 10 nm of the pure TaTm were deposited. Once completed this deposition, the chamber was 
vented with dry N2 to replace the p-HTL crucibles with those containing the starting materials 
for the perovskite deposition, PbI2 and CH3NH3I. The vacuum chamber was evacuated again to a 
pressure of 10-6 mbar, and the perovskite films were then obtained by co-deposition of the two 
precursors. The calibration of the deposition rate for the CH3NH3I was found to be difficult due 
to non-uniform layers and the soft nature of the material which impeded accurate thickness 
measurements. Hence, the source temperature of the CH3NH3I was kept constant at 70 ºC and the 
CH3NH3I:PbI2 ratio was controlled off line using grazing incident x-ray diffraction by adjusting 
the PbI2 deposition temperature. The optimum deposition temperatures were found to be 250 ºC 
for the PbI2 and 70 ºC for the CH3NH3I. After deposition of a 500 nm thick perovskite film, the 
chamber was vented and the crucibles replaced with those containing C60 and PhIm, and 
evacuated again to a pressure of 10-6 mbar. The devices were completed depositing a film of pure 
C60 and one of the n-ETL (C60:PhIm), with thicknesses of 10 and 40 nm, respectively. This 
process of exchanging crucibles was done to evaluate the effect of changes in the organic layer 
composition for an identical perovskite layer. In one evaporation run we can prepare 5 substrates 
(3 by 3 cm) each containing 4 cells. Generally, one substrate was reserved for a reference 
configuration allowing to evaluate 4 variations in the transport layers per perovskite evaporation. 
It is also possible to prepare the complete stack without breaking vacuum as we have 6 sources 
available.  Finally the substrates were transferred to a second vacuum chamber where the metal 
top contact (100 nm thick) was deposited. For n-i-p devices, the exact same procedure as 
described before was used in the inverted order. 
Characterization. Grazing incident X-ray diffraction (GIXRD) pattern were collected at room 
temperature on an Empyrean PANanalytical powder diffractometer using the Cu Kα1 radiation. 
Typically, three consecutive measurements were collected and averaged into single spectra. The 
surface morphology of the thin films was analyzed using atomic force microscopy (AFM, 
Multimode SPM, Veeco, USA). Scanning Electron Microscopy (SEM) images were performed 
on a Hitachi S-4800 microscope operating at an accelerating voltage of 2 kV over Platinum - 
metallized samples. Absorption spectra were collected using a fiber optics based Avantes 
Avaspec2048 Spectrometer. Characterization of the solar cells was performed as follows. The 
external quantum efficiency (EQE) was estimated using the cell response at different wavelength 
(measured with a white light halogen lamp in combination with band-pass filters), where the 
solar spectrum mismatch is corrected using a calibrated Silicon reference cell (MiniSun 
simulator by ECN, the Netherlands). The current density-voltage (J-V) characteristics were 
obtained using a Keithley 2400 source measure unit and under white light illumination, and the 
short circuit current density was corrected taking into account the device EQE. The electrical 
characterization was validated using a solar simulator by Abet Technologies (model 10500 with 
an AM1.5G xenon lamp as the light source). Before each measurement, the exact light intensity 
was determined using a calibrated Si reference diode equipped with an infrared cut-off filter 
(KG-3, Schott). Importantly, no difference in the J-V characteristics was observed as a function 
of evaluation method. The J-V curves were recorded between -0.2 and 1.2 V with 0.01V steps, 
integrating the signal for 20 ms after a 10 ms delay. This corresponds to a speed of about 0.3 V s-
1. Two different devices layout has been used to test the solar cells configurations, one with four 
equal areas (0.0653 cm2, defined as the overlap between the ITO and the top metal contact) and 
measured through a shadow masks with 0.01 cm2 aperture, and a second with increasing areas 
(0.0897 cm2, 0.1522 cm2, 0.3541 cm2 and 0.9524 cm2) which was characterized using a shadow 
mask with aperture areas of 0.0484 cm2, 0.1024 cm2, 0.2704 cm2 and 0.8464 cm2, respectively. 
For hysteresis study, different scan rates (0.1, 0.5 and 1 Vs-1) were used, biasing the device from 
-0.2 to 1.2 V with 0.01 V steps and vice versa.  Light intensity dependence measurements were 
done by placing 0.1, 1, 10, 20, 50% neutral density filters (LOT-QuantumDesign GmbH) 
between the light source and the device. 
Photoconductance measurements. Thin films on quartz substrates were placed in a sealed 
resonance cavity inside an N2-filled glovebox. The time resolved microwave conductivity 
(TRMC) technique was used to measure the change in microwave (8-9 GHz) power after pulsed 
excitation (repetition rate 10 Hz) of the MAPbI3 films at 650 nm. The photoexcitation-induced 




The rise of ΔG is limited by the width of the laser pulse (3.5 ns FWHM) and the response time of 
our microwave system (18 ns). The slow repetition rate of the laser of 10 Hz ensures full 
relaxation of all photo-induced charges to the ground state before the next laser pulse hits the 
sample. The product of yield Φ and mobility (μe + μh) is calculated from the maximum change in 





Here, I0 is the number of photons per unit area per pulse, β is the ratio of the inner dimensions of 
the microwave cell, e the elementary charge and FA the fraction of light absorbed by the sample 
at the excitation wavelength (650 nm). Before and during the photoconductance measurements, 
the samples were not exposed to moisture and air to prevent degradation. The charge carrier 
diffusion length LD was calculate by estimating the mobility μ and the half lifetime t, using the 
relation: 
𝐿𝐿𝐷𝐷 = √𝐷𝐷𝐷𝐷 
Where 𝐷𝐷 = ∑𝜑𝜑𝑘𝑘𝐵𝐵𝑇𝑇/𝛽𝛽, with kB the Boltzmann constant and T the temperature. 
 
 
Fig. S1 (a) GIXRD pattern, (b) surface SEM picture and (c) optical absorbance of the vacuum 
deposited MAPbI3 thin films used for p-i-n and n-i-p cells preparation. 



















Fig. S2 Atomic force microscopy (AFM) characterization of the vacuum deposited MAPbI3 thin 
films used for p-i-n and n-i-p cells preparation: (a) Surface profile, (b) topography and (c) 
roughness analysis  
 
Fig. S3 J-V scan for a p-i-n device with the structure ITO/TaTm (40 nm)/MAPbI3 (500 nm)/ C60 
(40 nm)/Ag. 
 
Table S1 Photovoltaic parameters for the main solar cells architecture studied. The effect of the 
selective removal of the intrinsic charge transport layers is highlighted.  
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 Device structure Voc (mV) Jsc (mA cm-2) FF (%) PCE (%) 
 TaTm/MAPbI3/C60 1041 20.12 16.8 3.5 
p-i-n 
p-HTL/TaTm/MAPbI3/C60/n-ETL 1082 20.02 73.1 15.8 
p-HTL/MAPbI3/C60/n-ETL 1033 20.19 73.3 15.3 
p-HTL/TaTm/MAPbI3/n-ETL 1032 17.82 45.0 8.3 
n-i-p 
n-ETL/C60/MAPbI3/TaTm/p-HTL 1115 20.28 79.8 18.0 
n-ETL/MAPbI3/TaTm/p-HTL 1084 20.45 68.8 15.2 





Fig. S4 Conductivity as a function of the dopant concentration for 100 nm thick films of (a) p-




Fig. S5 Optical absorbance as a function of the dopant concentration for 40 nm thick films of (a) 































Fig. S6 (a) Trend of the PCE for a series of p-i-n cells with increasing concentration of the PhIm 






Fig. S7 Statistics of the PCE measured for p-i-n (green) and n-i-p devices (32 cells for each 
configuration). Green and red solid lines represent the Gaussian distribution fitting for the PCE. 
 



















Fig. S8 (a) J-V curves under 100 mW cm-2 illumination and (c) EQE spectra (the integrated 
photocur-rent with the AM1.5G solar spectrum is shown on the right axis) for the top performing 
n-i-p perovskite solar cell. 
 
Fig. S9. TRMC trace for a 300 nm thick MAPbI3 film recorded at excitation wavelengths of 650 
nm with a fluence of 6·1010 photons cm-2 per pulse, resulting in a charge density (1015 cm-3) 
corresponding to 1 AM1.5. The extrapolation of the half lifetime t is shown for clarity. 









































Area = 0.1 cm2
Voc = 1141 mV























Photon fluence: 6·1010 photons cm-2





Fig. S10 Photovoltaic parameters extracted from J-V and EQE measurements for a series of n-i-p 
devices with increasing area, defined as the shadow mask aperture. Note that the area of the 


















































Fig. S11 Light intensity dependence of the measured FF for different doping concentration in the 
charge transport layer at the front contact for (a) p-i-n and (b) n-i-p cells. J-V and 






Fig. S12 EQE of electroluminescence for p-i-n and n-i-p cells. The EQE characteristic for our 
record PCE n-i-p device is shown for comparison. 
 
 
Fig. S13 Characterization of the J-V hysteresis of (a) p-i-n and (b) n-i-p perovskite solar cells, 
performed by measuring the current as a function of the bias scan direction at different scan 
speed.  















Table S2 Photovoltaic parameters extracted from the J-V hysteresis (Fig. S12) for p-i-n and n-i-p 
perovskite solar cells, under forward (FWD) and reverse (REV) bias at different scan speed. 
 Speed 0.1 V s-1 0.5 V s-1 1.0 V s-1 
 Direction FWD REV FWD REV FWD REV 
p-i-n 
Voc (mV) 1073 1076 1061 1077 1056 1075 
Jsc (mA cm-2) 19.65 19.64 19.65 19.65 19.63 19.65 
FF (%) 71.0 71.4 72.3 71.1 72.7 71.0 
PCE (%) 15.0 15.1 15.1 15.0 15.1 15.0 
n-i-p 
Voc (mV) 1101 1100 1102 1101 1101 1102  
Jsc (mA cm-2) 20.73 20.73 20.73 20.73 20.73 20.73 
FF (%) 83.0 82.2 82.9 82.7 82.7 82.8 
PCE (%) 19.0 18.7 18.9 18.9 18.9 18.9 
 
 
Fig. S14 J-V characteristics of p-i-n perovskite devices without the (a) p-HTL or the (b) n-ETL, 
for different thicknesses of the intrinsic TaTm and C60 transport layer, respectively. 
a) b)
 
Fig. S15 Optical emission spectra of the white LED used to illuminate the solar cells during 
lifetime measurements. 










Fig. S16 Comparison of the lifetime of (a) p-i-n and (b) n-i-p perovskite devices. The 
photovoltaic parameters are extracted while the cells are kept under continuous illumination at 



























































































Fig. S17 Evolution of the PCE (normalized here for comparison) for a series of n-i-p solar cells 
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